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NOTE: PAVEMENT MILLING TO BE AS NECESSARY
70 PROVIDE A MINIMUM 1.5 PAVEMENT
THICKNESS.
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SEE TYPICAL SECTION
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FOR PIPE TRENCH
WIDTH PER PLAN

PAVEMENT REMOVAL

EXISTING BITUMINOUS PAVEMENT
EXISTING BITUMINOUS AGGREGATE BASE CCURSE
REMOVE AND REPLACE BITUMINOUS PAVEMENT- TYPE B, ITEM AR401916

BITUMINOUS PAVEMENT MILLING. 1TEM AR421656

PROPOSED BITUMINOUS/

BITUMINGUS SEAL PROPOSED SUBGRADE PREPARATION:

@@@@@E

CUT AREAS - REMOVE TOPSOIL, ADDITIONAL CUT AS NECESSARY
TO FINISHED SUBGRADE ELEVATION. ADDITIONAL UNDERCUT IN

EXISTING BITUMINGUS PAVEMENT AREAS AS DETERMINED BY ROLL TEST.

FILL AREAS - REMOVE TOPSOIL. ADDITIONAL UNDERCUT IN
AREAS AS DETERMINED BY ROLL TEST.

NN NN . PROPOSED BITUMINOUS SURFACE - 2', ITEM AR4B1612
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A " A/ AN AN S PROPOSED BITUMINOUS BASE COURSE - 27, ITEM AR281610
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® AN A AAAS 4 44 L 4 RN PROPOSED BITUMINOUS PRIME COAT. ITEM AR682518
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AAAS Y WA AAAAAAMA AAMAAAL SAAL PROPOSED BITUMINOUS TACK COAT, ITEM ARGE3518

AR A VVVVVVVV;{VVV VO e vv v,y o PROPOSED CRUSHED AGGREGATE BASE COURSE - 18'. ITEM AR289510

POROUS BACKFILL NO. 2, ITEM AR705412

PROPOSED BITUMINQUS
TACK COAT

PROPOSED 1.5 INCH BITUMINOUS
SURFACE COURSE.

NOTES

1. REMOVED BITUMINOUS PAVEMENT AND AGGREGATE BASE TO BE DISPOSED OF AT AN

PROPOSED 6 AGGREGATE BASE COURSE

PROPOSED 2.5* INCH
BITUMINOUS BASE COURSE

PROPQSED BITUMINQUS
PRIME COAT

PROPOSED 4° PERFORATED UNDERORAIN, ITEM AR785524
PROPOSED 4* TOPSCIL. ITEMS ARSB5510 AND ARI@5520
PROPOSED STORM SEWER, SEE PLAN AND SCHEDULE
PROPOSED GRANULAR DRAINAGE SUBBASE-4', ITEM ARSO927
PROPOSED SEPARATION FABRIC, ITEM ARIS6513
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REMOVE AND REPLACE P.C.C. PAVEMENT - &', ITEM ARSBISIQ

OFFSITE LOCATION, COST INCIDENTAL TO REMOVE AND REPLACE BITUMINOUS PAVEMENT.

2. ALL ITEMS ASSOCIATED WITH THE BITUMINOUS PAVEMENT REMOVAL AND REPLACEMENT 10
BE INCLUDED IN {TEM AR401916 EXCEPT FOR BITUMINOUS PAVEMENT SAWING WHICH IS TO
BE PAID AS ITEM AR401665 AND BITUMINOUS/BITUMINOUS SEAL PAID AS ITEM AR401860.

TUMIN AVEMENT L AN

PAVEMENT REMOVAL
FOR PIPE TRENCH
WIDTH PER PLAN

Pl MENT - TYPE 8

PROPQSED P.C.C./P.C.C, SEAL
AT SAWCUT EDGE

/—~EXISTING P.C.C. PAVEMENT

JUREL N PR SO SUDUR L DU SN -TT/Z 1.5 DEEP SAWCUT PRIOR TO
—_—1 .o . MILLING, SAW AND SEAL

o e /& WA LA e ﬁf& BITUMINOUS/BITUMINOUS SEAL
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PROPOSED 6°
P.C.C. PAVEMENT

NOTES

1. REMOVED P.C.C, PAVEMENT AND AGGREGATE BASE TU BE DISPOSED OF AT AN OFFSITE
LOCATION, COST INCIDENTAL TO REMOVE AND REPLACE P.C.C PAVEMENT-6".

2. ALL ITEMS ASSQCIATED WITH THE P.C.C. PAVEMENT REIMOVAL AND REPLACEMENT TO BE
INCLUDED IN ITEM AR501910 EXCEPT FOR P.C.C. PAVEMENT SAWING WHICH IS TQ BE PAID

AS {TEM ARSO1665.
3. P.C.C. PAVEMENT JOINTS TO MATCH EXISTING.

PROPOSED 6° AGGREGATE BASE COURSE

DRILLED HOLE 7/8" DIAMETER
1DOT DIVISION OF AERONAUTICS
APPROVED CHEMICAL ADHESIVE
TO BE USED

¥1DTH TO BE AS NECESSARY
T0_ALLOW FOR A 1.5° MINIMUM
QVERLAY THICKNESS

BITUMINOUS BASE COURSI
BITUMINOUS TaCK COaT

TUMIN TAPER DETA

REMOVE AND REPLACE P.C.C. PAVEMENT - 6' DETA

SILICONE SEALANT 1/2"
MIN, DEPTH (SEE SPECIAL
PROVISIONS)

1/2" +1/8"

—1

—5/8" MIN.

wr
Vo' Max. BELOW PAVEMENT— @ 1%

1/4" MAX. BELOW PAVEMENT

SEALANT ASTM 03405
1/4" MIN. 1" aigt

N

5/8" ROD BACK-UP MATERIAL
(CLOSED CELL RESIIENT FOAM
OR SPONGE RUBBER)

NOTE:
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SAWED JOINT FACE
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PROPOSED /OVERLAIN BITUMINOUS | EXISTING BITUMINOUS

P.C.C. JOINT SEALING FOR PAVEMENT PATCH IS INCIDENTAL TO ITEM AR501910. PAVEMENT PAVEMENT

P.C.C./P.C.C, SEA

NOTE BITUMINOUS JOINT SEALING 70 BE
PAID UNDER ITEM AR401868

BITUMINCUS/BITUMINOUS SEAL
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